
Have an issue with one of our RK products?
Feel free to contact us with any product issues or questions.We will reply as quickly as possible to ensure all your needs are handled.

For better technicalsupport,pleasecontact:rkgaming@rkgaming.com 166-085301-001
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Scroll up： Volume +

Scroll down： Volume -

Press to mute

Long press on/off. Short press to switch wired after booting.

2.4G BT1
BT1

BT2
BT2

BT3
BT3

Stop Last Song

Play/Pause Next Song

Touch the switch to select “B1/B2/B3” mode:
“B1/B2/B3”

Similarly, follow the steps above to store 3 groups of different BT devices.

Touch the switch to select “2.4G” mode:
:

Display 2.4 G fast flashing
Long press the 2.4G key

Short press to enter the connection state. Display 2.4 G slow flashing

Windows system(Fn + A: switch to Windows system) MAC system(Fn + S: switch to Mac system)
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FN + Left Ctrl The F area is interchanged with the number area.

Short press B1/B2/B3 to change BT channel

Long press B1/B2/B3 entry pairing mode.

Display BT1/2/3 slow flashing

Display BT1/2/3 fast flashing

non contr lé. 
Conforme aux limitesd’exposition de rayonnement RF ISEDC établiespour un environnement 

ô

autreantenne ou transmetteur. 
Cetémetteur ne doit pas être co-implanté oufonctionner en  onjunction avec toute 

environment. 
This equipment complies with ISEDC RF radiation exposure limits set forth for an uncontrolled 

transmitter. 
This transmitter must not be co-located or operating in conjunction with any other antenna or 


