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NOTE：
SEE VECTOR DRAWING FOR ALL UNSPECIFED1.
DIMENSIONS.
UNSPECIFIED DIMENSION TOLERANCES REFER TO
GB/T 1804-2000 M.
THE APPEARANCE MUST NOT HAVE THE ISSUES2.
SUCH AS DOUBLE IMAGES, TILT, CHIPPING OR
ROUGHNESS IN THE LASER ENGRAVING.
DI CODE AND QRCODE UPDATE WITH PRODUCT.3.
FORMULATE THE PRECESSING PARAMETERS IN4.
WORK INSTRUCTION (WI) AS THE FIRST SAMPLE IS
CONFIRMED.

REVISION

REGION REV BRIEF DESCRIPTION DATE AUTHOR

A NEW RELEASE 2024/4/5 GAO Jun

B ADD CCID 2024/3/22 GAO Jun

C MASS PRODUCTION 2024/5/29 ZHOU Sheng

D ADJUST LAYER 2024/8/29 ZHOU Sheng

E CHANGE UDI AND BATTERY SYMBOL, 
ADD SYMBOL OF RECYCLING 2024/8/30 ZHOU Sheng

F CHANGE SYMBOL OF RECYCLING, 
ADD QRCODE 2025/2/11 GAO Jun

G CHANGE PRODUCT NAME 2025/4/25 ZHOU Sheng
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