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Battery Recharging

Please use Type-C cable fo charge the device
= Flashing: Low power (Need o charge)
@ Progress bar: charging
@& Fullicon: Fully charged

Install the probes

The device will keep scanning the sockels when ifs power i swilched on.
Ine Probe icons on LCD will display one by one flom 1 1o 6 where probes are
plugged in.

Then insert the probes info the food, make sure the front fip of the probe

is in the center of fhe food fo get accurate femperature.

Download the APP

Search the keyword 'ToGrill' in Appstore or Google Play.
orscan the following QR code with your phone.
Download and install it for free,

Make sure your phone meets
the requirements

105 devices running version 11.0 or later.
Android devices unning version 5.0 or later,
with blue-footh 4.0 module or later.

APP DOWNLOAD

Power ON/OFF

« Press and hold fhe butfon for more than 3 seconds when it isin
OFF mode, it will be powered on. And the LCD dispiay will show'ON'.

«if you do the same when it is in ON mode, if wil be powered off.

« When fhere is no probe inserted in the device, it will be powered off
automatically.

Activate device and pair with your phone
@ Switch on your device and keep the blue-tooth switch of your phone on.

© Activate device

« Launch the'ToGrill' app.

« Enable mobile phone perissions
« Follow the instructions in fhe app
to activate the device

Use ToGrill APP to Scan

Scan the QR Code onthe device or qm

DEVICE ACTIVATION

© Pairing:
i: SIGAUB for an account in the app
i Pressahoid ‘PAIR hutton’ °
for@5666ndS and confirm that

screen backlight s blinking.
(Openhe stand in the back of the device)

ii: Select 2AGHZ Wit network and
enter password

et
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App Ul figure: i App Ulfigure - i
@ Connected successfuly.

Once Paired the device with your phone, you don't need
fo do it again, unless you change fo other phones.

Enjoy your barbecue time

Choose food type and preference for fhe food where each probe is inserted,
the app and the device will display ifs current and tagert femperature.

When the food is ready, the app and the device wil alarm.
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The user inferface of the app may be changed when upgrade.
the instructions in the app.

Probe color configuration

It's difficult for you fo disfinguish different
'en you have several probes in
using in the same time.

The app provides 6 colors for each channel,
which enablesusers sef fhem fo be identical
10 the color of the probes

The probes come in 6 colors as well

Setting the ambient temperature probe

@ Tapon == icon located
at the bottom right of the
screen to set your monitoring
parameters of the pit probe.

@ After paiting insert the pit
probe into the socket with
the fire/flame logo and the
following screen wil display.
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@ From this screen, you can set custom alarm notifications.
1o monitor the cooking temperature of your barbecuelpit.

Setting your meat probes

@ Insert probes into the
Thermometer sockets
and the below screen
will display on your phone.

@ To cook using preset or
customised meat temperature

=

o

flaryiwey |
jeimicin,

5
Peak Temp.
h=  Wn B A

@ The menu selection screen will then display.

Reviewing menu options
@ From your home page, @ Select ‘Settings’ option to:
* Set temperature unit FiC*
* Setan alarm ring tone,
vibration alert or alarm interval.
« Toggle push notifications

tap on the == icon in the
top left-hand corner to open
the menu side bar and the
menu screen will display.
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WARNING

The heal resfance varies 1 dferent companents ofthe probe
NOT put the probes directly in fire flom

onat ot he i 1o aven, or 1 wimett

And probes are NOT dishwasher scfe.

Measurement range

Sensor {
0~400C/32~752°F

0-300°C(32-572°F

Silicone handle  ———— «— Metalhandie

Withstands heat up to Withstands heat up to
CH8ZF 380°C7I6F

Teflon cable — Teflon cable

with stainless steel mesh with stainiess steel mesh

Withstands heat up to Withstands heat up to

380°CH716F 380°C716°

Food  Ambient
ABS Wrap probe  probe
80°C/176°F
Press the reset button, he device
SLRSCURLULILAE il automatically restart.

Attention: Temp. probes above for reference only,subject to the
actual probes .
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FCC Caution.

This device complies with part 15 of the FCC Rules. Operation is
subject fo the following two conditions: (1) This device may not
cause harmfulinterference. and (2) this device must accept
any interference received, including interference that may
cause undesired operation.

15.21 Information to user.

Any Changes or modifications not expressly approved by the
party responsible for compliance could void the user's authority
1o operale the equipment.

15.105 Information to the user.

Note: This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to part 15 of fhe
FCC Rules. These limifs are designed fo provide reasonable
protection against harmful inferference in a residential
installation. This equipment generates uses and can radiate
radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interfer-
ence to radio communications. However, there is no guarantee
that interference will not occur in a particular installation. If this
equipment does cause harmiul inferference to radio or
television reception, which can be defermined by furning the
equipment off and on, the user is encouraged fo try fo correct
the inferference by one or more of the following measures:

~Reorient or relocate the receiving anfenna.
-Increase the separation between fhe equipment and receiver.
-Connect the equipment info an ouuer on a circuit different
from that to which the receiver is connected.

-Consult the dedler or an expenenced radio/TV technician for
help.

This equipment complies with FCC radiafion exposure limits set
forth for an uncontrolled environment. This equipment should be
installed and operated with minimum distance 20cm between
the radiator & your body.




