HELICOPTER TAKE OFF ADJUSTING THE TRIM (HELICOPTER) CHARGING THE HELICOPTER
INSTRUCTION MANUAL

1. Place the Helicopter on a flat surface. Turn on the Remote and the Helicopter 1.First make sure the helicopter is turned off.(As shown in Picture 1)
2. Check surroundings to be sure that it is clear of any obstructions. If the helicopter is spinning to the left or 2.Plug the USB cable to the helicopter.(As shown in Picture 2)

3. Slowly push the Throttle Stick up to increase blade speed for lift. right when flying without input from the RIGHT TRIM 3.The light on the circuit board of the helicopter will turn red when charging.
HELICOPTER 4. Adjust throttle input to maintain a steady hover. remote, you'll need to adjust the trim. 4.The light on the circuit board of the helicopter will turn off when the helicopter
IS fully charged.

HELICOPTER CONTROLS

changes or modifications not expressly approved by the party responsible for compliance could void the user’s s
authority to operate the equipment. :
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications. However, there is no

guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which can be determined by turning
the equipr.nent off and on, the user is encouraged to try to correct the interference by one or more of the following
TERE:UL::F::{ or relocate !:he receiving antenn.r:l. _
::;1;;?13:; ::::: ::ﬂ?;:::; itrl"liT:: gflzztec?: ng;:i? Sﬁfz:ﬁrf?;m that to which the receiver is connected. F LY
-- Consult the dealer or an experienced radio/TV technician for help.
This equipment complies wit:':: FCC radiation exposure limits set fc?rl:h for an uncontrolled environment. This U P PUSh the |eﬁ trim bUtton until the
transmitter must not be co-located or operating in conjunction with any other antenna or transmitter. hel iCO pter Stops Spi n n i ng
REMOTE H_elicoptﬁr LEFT TRIM
Spl?iS ;[]c% the Picture 1 Connect to a computer  Picture 2
FLY il USB power supply.
Description of the button 5] DOWN
; i T i
of the remote control: ’ _ Important: After charging,replace the rubber protective cap!
; : Push the left trim button until the
Z 7z ! NN . . .
© o . | NRLROET RhpR S HELICOPTER TROUBLE SHOOTING
—_—— FLY s o Helicopter RIGHT TRIM
i - FORWARD =l = spins to the
1 02, N left. PROBLEM | CAUSE SOLUTION
1 Throttle lever NG responss Batteries installed incorrectly. Check the polarity of the batteries and install them
2.Direction lever from remote. Cﬁrrec:tly'
3.Left Trim 5.0N/OFF Batteries are drained. Install new batteries.
4 Right Trim 6.Light Control FLY
BACKWARD No.caritrol Helicopter is not IR receiving signal from Point Transmitter at Helicopter or step closer to the
of the helicopter | transmitter. helicopter or operate in conditions with less sunlight.
BATTERY INSTALLATION (REMOTE) LANDING ON WATER Helicopter is not receiving signal from Install new batteries.
transmitter correctly because of low battery.
= e Carefully reduce the speed of the rotors Helicopteris | Rotor speed is too slow. Push Left Control Stick up for more rotor speed.
P > g\ /m - ‘L] _ ,H TU RN : . ' ’ r not flying high - _ .
- | | EFT Now bnng the hellcopter in to |and,take care enough Batteries are drained. Fully charge helicopter before use.
| j=tf that the water surface is calm!!
R | 1. Make sure that the batteries
N are correctly installed, do not
N oy el vedares nolartty Important: Make sure the rubber protectivecap | —_ __
3 Do not mix old batteries with TURN is tight before landing on water. s
Battery Cover 3x 1.5V “AAA” Batteries new batteries. _ RIGHT
, | 3. Please do not use different
Remove the battery cover on back of transmitter and install £ : .
3x 1.5V AAA Batteries making sure that types of batteries together.

polarity is correct, do not install backwards or damage may occur.




