275mm

25mm

TGHTING
DRSB 10R LS40 G1FSKMS
120-277 Vac, 50/60Hz,
0.38A, 38W, CRI>90
2700/3000/3500/4000/5000K

os\6

Conforms to UL Std.1598
Cert.to CSA Std.C22.2 N0.250.0
CANICES(B)/NMB(B) g

Made in Malaysia
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SUITABLE FOR WET LOCATIONS
COVERED CEILING MOUNT ONLY
VAPOR BARRIER MUST BE SUITABLE FOR 90 °C

MIN 90°C SUPPLY CONDUCTORS

CONVIENT AUX EMPLACEMENTS MOUILLES
INSTALLATION SUR PLAFOND COUVERT SEULEMENT
LE PARE-VAPEUR DOIT CONVENIR POUR 90 °C
LESFILS DALIMENTATION 90°C MIN

TYPEIC INHERENTLYPROTECTED ~ TYPEIC ~PROTECTION INHERENTE
CAUTION -RISKOF FIRE ~ ATTENTION - RISQUE D'INCENDIE

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) this device may not cause harmfulinterference, and (2)
this device must accept any interference received,including interference that may
cause undesired operation.




