Electric Vehicle Body Parts

. Charging port
-

Body™*1 Wheel*4 Rear support™2 Reflective mirror*2 Wheel cover*4/rim*4 Seat™1

Rear axle*1 Car front frame™1 Rear tailstock™1 Steering wheel*1 Motor*2 Pedal*2

Front of the car*8 Remote control*1 Charger*1 Screw*8 Wheel Shims*6 Wheel nuts*4 Wrench*2
A : 3+ 1.NOT SUITABLE FOR CHILDREN UNDER 3
ge. YEARS DUE TO ITS MAXIMUM SPEED 9
Yea rs 2.CHOKING HAZARD DUE TO SMALL PARTS
_ 3.FOR FAMILY AND DOMESTIC USE ONLY 10
Ma)(lmum 4. PROTECTIVE EQUIPMENT SHOULD BE I
. i WORN DURING USE.
User Welight: | 5po noT usk IN TRAFFIC AREAS
30 KG 6.ADULT ASSEMBLY REQUIRED 8
' 7.D0 NOT ALLOW MORE THAN TWORIDERS 4 right
AT ATIME - | forward LED light I
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: | _._ | |
(1) this device may not cause harmful interference, and 1 .
(2) this device must accept any interference received, including interference that may cause undesired
operation.
Warning: Changes or modifications to this unit not expressly approved by the party responsible for |
compliance could void the user’s authority to operate the equipment. 3 ‘ I
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, _ speed brake
pursuant to part 15 of the FCC Rules. { backward .. R — left
~ 11
These limits are designed to provide reasonable protection against harmful interference in a residentia 12
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installec G 2 4G Remote Control Instructions
and used in accordance with the instructions, may cause harmful interference to radio communications. ) ‘1 3 | 2 5 During the vehicle driving, do not use the forward and backward
O . .
| | . | o | . button to avoid damaging the gearbox and motor.
However, there is no guarantee that interference will not occur in a particular installation. If this - . .
equipment does cause harmful interference to radio or television reception, which can be determined Install the battery fi I‘Stly before using the reomote control.
by turning the equipment off and on, the user is encouraged to try to correct the interference by one or Only the guardian can use the remote controller.
more of the following measures: ‘) o .
—Reorient or relocate the receiving antenna. PrOdUCt SpeC|f|Cat|OnS. Linking the remote control:
AR RPN PIEcH S COUIRREnt aRRTeCole. name argument 1.Press and hold the match button for 2-4 seconds. The LED lights will flash.
—Connect the equipment into an outlet on a circuit different from that to which the receiver is 2 Turn on the vehicle. The liahts will turn solid to indicate a successful link
connected. batte ry 12V4.5Ah J
—C It the deal ienced radi technician for help. . . S -
R —— Electric machine 12V390x2 Specification of Remote Control Battery Use
Age range 37 to 96 months
: : : Open the battery cover of the remote control and insert
Maximum bearing capacity Less than 30kg
: two AAA 1.5V dry batteries. Pay attention to the polarit
Product size 108.5 x69x/72. 5 cm Y Y P Y
speed 4-8KM/HR of the dry batteries when inserting.
Service time After 8-10 hours of charging, use for 1-2 hours Cover the battery cover and fix it with screws.(Please follow
recharger Input: 100V-240V Output: 12V800mA the above steps to replace the battery, adult replacement

Remote control battery AAA1.5Vx2 (not provided) is required)
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