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3. Once HST-FM03 is located , tap“

HST-FM03

 Connect"

4.Choose a recognizable name and emoji for your HST-FM03 and tap “ Continue 

HST-FM03

”

6. Tap “

5.Smart Tag Finder will ask for confirmation to add HST-FM03 to your Apple lD , and tap “ Continue”

 Finish " and your Smart Tag Finder wil be set up and ready to be connected to whatever Smart Tag Finder you wishto locate , e.g. your keys .

Resetting HST-FM03:

APP and select “ ltems " tab
Tap on your Smart Tag Finder from the list

Open  app and select the “ ltems " tab

HST-FM03

Tap on your Smart Tag Finder from the list

your Smart Tag Finder is locked and cannot be pared to 

a new iPhone or iPad .

Factory Reset Your Smart Tag Finder:
Smart Tag Finder from app , press the Smart Tag Finder's function

The Smart Tag Finder is now reset and ready to be paired to a new iPhone or iPad

Locate Your Smart Tag Finder:
Find Smart Tag Finder when lt's Nearby:

Tap on your Smart Tag Finder from the list
Tap “ Play Sound " to make your Smart Tag Finder Beep

Find Smart Tag Finder's last Known Location:

1. Open  app and select the “ ltems " tab
2. Tap on your Smart Tag Finder from the list ,
3. Your Smart Tag Finder last known location will appear on the map4.
To navigate to that last known location , tap “ Direction " to open the Apple Maps app

Find Smart Tag Finder Out of Range

1. Open app and select the “ ltems " tab
2.Tap on your Smart Tag Finder from the list .
3. Under “ Notifications "enable the “ Notify When Left Behind " toggle
4. You will receive a notification when you leave your Smart Tag Finder 
behind and it's no longer inrange of your device

1. Under“ Notifications "enable the “ Notify When Found " toggle ,
2. When your Smart Tag Finder is seen by another Find  enabled device , 
you will receive anotification of its updated location .
3. Note: " Notify When Found " can only be activated when yourSmart Tag Finder is out of range

1. Slide the opening slider on the back of your Smart Tag Finder to carefully open the shells.

When Your Smart Tag Finder ls Lost

2. Replace the battery with a new CR2032 battery replacing it positive side up ( text facingup)

                                                      Consult the dealer or an experienced radio/TV technician for help.
The device has been evaluated to meet general RF exposure requirement. The device can be used in 
portable exposure condition without restriction.


