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Made in China

This device complies with part 15 of the FCC Rules/Canada 
Industry license-exempt RSS standard(s). Operation is 
subject to the following two conditions: (1) This device may 
not cause harmful interference, and (2) this device must 
accept any interference received, including interference 
that may cause undesired operation.

Le présent appareil est conforme aux CNR d’Industrie 
Canada applicables aux appareils radio exempts de 
license. L’exploitation est autorisée aux deux conditions 
suivantes: (1) l’appareil ne doit pas produire de brouillage; 
(2) l’utilisateur de l’appareil doit accepter tout brouillage 
radioélectrique subi, meme si le brouillage est susceptible 
d’en compromettre le fonctionnement.

Model: S9DFL/CCT/WH/AG               Current: 0.25A
Lumens: 2000lm                                   Volts: 120Vac 60Hz
Watts: 28W                                            Kelvin: 2700-6500K
SUITABLE FOR WET LOCATIONS
CONVIENT AUX EMPLACEMENTS MOUILLÉS
DO NOT USE WITH DIMMERS
NE PAS UTILISER AVEC DES GRADATEURS
Date Code:145-YY-WW

FCC ID: SYW-S9DFLCCTAG
IC: 20416-S9DFLCCTAG
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This device complies with part 15 of the FCC Rules/Canada 
Industry license-exempt RSS standard(s). Operation is 
subject to the following two conditions: (1) This device may 
not cause harmful interference, and (2) this device must 
accept any interference received, including interference 
that may cause undesired operation.

Le présent appareil est conforme aux CNR d’Industrie 
Canada applicables aux appareils radio exempts de 
license. L’exploitation est autorisée aux deux conditions 
suivantes: (1) l’appareil ne doit pas produire de brouillage; 
(2) l’utilisateur de l’appareil doit accepter tout brouillage 
radioélectrique subi, meme si le brouillage est susceptible 
d’en compromettre le fonctionnement.

Model: S9DFL/CCT/BZ/AG               Current: 0.25A
Lumens: 2000lm                                   Volts: 120Vac 60Hz
Watts: 28W                                            Kelvin: 2700-6500K
SUITABLE FOR WET LOCATIONS
CONVIENT AUX EMPLACEMENTS MOUILLÉS
DO NOT USE WITH DIMMERS
NE PAS UTILISER AVEC DES GRADATEURS
Date Code:145-YY-WW
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