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SHEETDOCUMENT NO.160550_03 A4
PART NO.SCALE:

LABEL ATA GDL-100 WLOCK AM
TITLE:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
AUTOMATIC TECHNOLOGY AUSTRALIA Pty Ltd.
ANY REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
AUTOMATIC TECHNOLOGY AUSTRALIA Pty Ltd. 
IS PROHIBITED.

GENERAL TOLERANCES:
DECIMAL:  0.X   0.1
                   0.XX 0.05
ANGLE:              0.5

RADIUS:             0.5
CHAMFER:        0.5 x 45
SURFACE FINISH

DEBUR AND BREAK SHARP EDGES
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PROPRIETARY AND CONFIDENTIAL
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This device complies with part 15 of the FCC Rules and Industry Canada 
license-exempt RSS-210. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) 
this device must not accept any interference received, including 
intereference that may cause undesired operation.

MODEL: WLOCK-03

FCC ID: X4K-WL100V2   IC: 8880A-WL100V2

ata
3V SUPPLY (2 X SIZE C BATTERIES)
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