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REVISIONS
REV DESCRIPTION LOCATION| DRAWN DATE

NOTES:
1. MATERIAL: COPPER NICKEL ZINC ALLOY.
MATERIAL THICKNESS: 0.3mm.
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INTERPRET DIMENSIONS PER CNS.
38.80 . ALL DIMENSIONS, UNLESS OTHERWISE NOTED, ARE CRITICAL
DIMENSIONS AND SHALL BE CHECKED FOR CONFORMITY DURING
FIRST ARTICLE INSPECTION. DATUM-A IS PRIMARY, DATUM-B IS
SECONDARY AND DATUM-C IS TERTIARY.
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. DRAWING FOR INSPECTION PURPOSES ONLY. ACTUAL PART
SHALL CONFORM TO ELECTRONIC DATABASE.
DIMENSIONS NOT SHOWN ON DRAWING SHALL REFER TO A GENERAL
THAT EXCEED TOLERANCE LIMIT
SHALL BE APPROVED BY ABLECOM ENGINEERING.
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CRITICAL DIMENSION: THESE DIMENSIONS AND ALL GEOMETRIC
DIMENSIONS SHALL BE CHECKED FOR MANUFACTURE.
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BEND RADII AND RELIEFS SHALL COMPLY TO QE DATABASE.
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12.70 3.60 ALL EDGES SHALL BE CONDITIONED FOR HANDLING WITH

. . INDUSTRY STANDARD BURR NO GREATER THAN 10 PERCENT
OF MATERIAL THICKNESS. (0.10 [0.0039]), AND SHALL
COMPLY WITH UL SAFETY SPEC 1439.
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. ALL DIMENSIONS TO BE TAKEN AT POINT OF INTERSECTION
[— UNLESS OTHERWISE NOTED.
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. PACKAGING FOR SUPPLIER INTERNAL CONSUMPTION.

SCALE 2.500 9. COIN ALL OUTSIDE EDGES.

AND THEIR MANUFACTURING PROCESS SHALL BE RohS COMPL

11. Gain: 0.32dBi
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