€ Bluetoot

CHARGE

PAIR (hold 3s) STEREO LINK 5.0V===24A
BLUETOOTH

VOLUME SuB

SIZE
LARGE, 18+

UNSELECTED:

MEDIUMCES FULL RANGE, NO SUB

SMALL, 12

SPEAKER
EQ OFF USE
LIVE

SIG/LIMIT
DJ

CUSTOM
VIA APP

INPUT 1 INPUT 2 MIX OUT

€ Bluetooth'Instructions

PAIR: press/hold button for 3 seconds LINK: press/hold button for 3 seconds on each speaker.
(UNPAIR: press/hold button for 3 seconds.)  (UNLINK: press/hold button for 3 seconds.)

ALTD

PROFESSIONAL

TS410

2000-WATT 10” 2-WAY
POWERED LOUDSPEAKER

SERIAL

CAUTION

RISK OF ELECTRIC SHOCK
DO NOT OPEN

DESIGNED IN THE USA

UK
CA

ATTENTION: RISQUE DE CHOC ELECTRIQUE. NE PAS OUVRIR
WARNING: TO REDUCE THE RISK OF FIRE OR ELECTRIC

SHOCK DO NOT EXPOSE THIS EQUIPMENT TO RAIN OR MOISTURE
AVERTISSEMENT: NE PAS EXPOSER CE MATERIEL A LA PLUIE OU
L"HUMIDITE AFIN DE REDUIRE LE RISQUE

D’INFLAMMATION OU DE CHOC ELECTRIQUE

AC INPUT

. Finland (Suomi): Laite on liitettava
suojakoskettimilla varustettuun pistorasiaan. (o] us
. Norway (Norge): Apparatet ma tilkoples jordet stikkontakt. LisTED!

stikproppens jord.

. Sweden (Sverige): Apparaten skall anslutas till jordat uttag. T . 4
. Denmark (Danmark): Apparatets stikprop skal tilsluttes en Intertek
stikkontakt med jord, som giver forbindelse til c € 3043205
Address:

EU | inMusic GmbH | Hans-Glinther-Sohl-Str. 4a | 47807 Krefeld, Germany

UK | inMusic Europe Limited, GU12 5QE, Hampshire, Great Britain
THIS DEVICE COMPLIES WITH PART 15 OF THE FCC RULES.
OPERATION IS SUBJECT TO THE FOLLOWING TWO CONDITIONS:
(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE, AND
(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED,

INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED
OPERATION.

AC INPUT:
@ 100 -120V~ 50/60Hz
@ 220-240V~ 50/60Hz

FCC ID:Y40-TS04 MADE IN CHINA

FUSE:

100 -120V T10AL AC250V
220-240V T5AL AC250V
POWER CONSUMPTION: 900W

CONFORMS TO UL
STD. 62368-1
CERTIFIED TO CSA
STD. C22.2 NO.62368-1

CAN ICES-003(B)/NMB-003(B)
IC: 11215A-TS04




